
FACTORY-BUILT MASONRY 


Van-Packer Company 

Division of The Flintkote Company 
P. O. Box No. 306, Bettendorf, Iowa Phone: East Moline, Ill 





Attractive Deluxe brick-panel housing and deluxe housing cap 
assembly of the Van-Packer Chimney add beauty to homes in 
all price classes. The housing can be purchased separately and 
is ideal for enclosing existing gas vents. 






An 8 ft. Van-Packer Chimney is shown here completely pack¬ 
aged. No waiting for materials, no handling problems, no pilfer¬ 
age losses with the Van-Packer. Conveniently labeled cartons 
are delivered to the job as shown above exactly when needed. 


Here are the contents of the packages shown in the middle 
illustration. From the adjustable roof flashing to the acid-proof 
joint cement, everything is provided with the Van-Packer Pack¬ 
aged Masonry Chimney. Easy to read installation instructions 
are also included. 


^Van-Packer 

FACTORY-BUILT MASONRY 

Chimney 


APPROVED FOR ALL FUELS — Tested 
and listed by UL for all home heating plants 
and incinerators for coal, oil or gas; approved 
by major building codes. Flue sections consist 
of 2100° F. %" fire clay tile lining; 3" vermicu- 
lite concrete insulating wall; and cement-asbes¬ 
tos jacket. So safe no clearance to wood members 
at floor, roof or ceiling is necessary. 

QUICKLY INSTALLED — Complete 
chimney assembled in three man hours or less. 
Easily installed even after house has been com¬ 
pleted. Construction delays reduced. Complete 
packaged chimney, with nothing else to provide, 
delivered to job when needed. 14" OD flue 
sections install between joists on 16" centers 
without joist cutting. 

LOW COST — Saves 20% to 40% on cost 
of time and material over brick chimney 
construction. 


FREEDOM OF DESIGN — Due to its light¬ 
weight sectional construction, the Van-Packer 
Chimney may be suspended directly over fur¬ 
nace where it best serves heating plant location. 

EFFICIENT — In comparative performance 
tests the Van-Packer Chimney developed 34% 
more draft than standard 8" x 12" tile-lined 
brick chimneys. This means more efficient 
furnace operation. 

PERMANENT — The Van-Packer is a genu¬ 
ine masonry chimney built to outlast the build¬ 
ing it serves. Independent laboratory tests prove 
it is not affected by extreme temperatures, boil¬ 
ing acid solutions, freezing and thawing, heat 
shock or building vibration and settling. 

ATTRACTIVE APPEARANCE —Deluxe 
brick-panel housing and deluxe housing cap 
add beauty, assure buyer acceptance. Housing 
panels and cap made from rugged cement- 
asbestos. Deep-embossed brick texture permits 
panels to be easily matched to any brick color 
without losing natural color mortar lines. 

IMMEDIATE DELIVERY — Distributed 
throughout the United States, Canada and 
Alaska through local heating and building 
material jobbers. See back page for ordering 
information. 












APPLICATIONS 



The Van-Packer Packaged Masonry Chimney can be 
used with a coal, oil or gas-fired heating plant and 
water heater; all types of home incinerators. It can be 


installed in new homes, old homes, motels, cabins, 
garages, farm buildings, railroad buildings, or any 
similar structure. 


Advantages with 

NEW CONSTRUCTION 


Advantages with 

EXISTING CONSTRUCTION 



Unrestricted Furnace Location — Because the 
Van-Packer Chimney can be ceiling or floor suspended, 
the heating plant can be located anywhere and the chimney 
placed right above it. The furnace is not restricted to out¬ 
side wall location, as is often the case in conventional brick 
chimney construction. It can be centrally-located to provide 
balanced heat runs for greater living comfort at lower 
fuel cost. 

Safe Conversion of Furnace —Since the Van-Packer 
Chimney is completely safe for use with all fuels, the 
heating plant can be converted from one fuel to another 
without costly chimney alterations, and with perfect 
safety and confidence. 

Safe for Incinerators — Regardless of the heating 
plant, all incinerators require an all-fuel chimney for safe, 
efficient operation. The Van-Packer all-fuel chimney is UL 
listed for incinerator service, and has the draft capacity 
to simultaneously handle a furnace, water heater, and 
incinerator properly and safely. 

Saves Space, Money — With the Van-Packer Chim¬ 
ney, the heating plant, water heater and incinerator can 
all be grouped in one spot to save floor space. This also 
eliminates costly extra piping and additional vents. 

Permanent, Safe — The Van-Packer is 100% fire safe, 
and is factory-engineered to outlast the building it serves. 
Metal and mortar can be eaten away by acids from burning 
fuels. In the Van-Packer Chimney, acids contact only fire 
clay tile and acid-proof cement. The Van-Packer flue is 
unharmed by acids, heat shock, freezing and thawing. 
The Van-Packer remains permanently sealed, leak-proof 
and gas-tight. 



Replace Dangerous Chimney — If an old chimney 
becomes dangerous or inefficient, it can be blocked up, 
and a low-cost Van-Packer Chimney quickly installed. 
The Van-Packer will provide 34% better draft than the 
standard 8" x 12" tile-lined brick chimney, plus permanent 
fire-safety. It is easily installed, requiring no special skills 
or tools. 


Install for Furnace Conversion —If chimney alter¬ 
ations are necessary when converting the heating plant 
from one fuel to another, it is less costly to install a 
Van-Packer Chimney. Installing a Van-Packer would also 
enable a more convenient furnace location and cut fuel 
bills by assuring more efficient furnace operation. 

Install with Incinerator — Incinerator installation 
requires an all-fuel chimney if one is not already available. 
The Van-Packer is U.L. listed for incinerator service. It 
can be quickly and inexpensively installed anywhere 
directly over the incinerator. The higher draft developed 
by the Van-Packer assures complete burning of garbage 
and refuse. The fire clay tile lining of the Van-Packer with¬ 
stands temperatures in excess of 2100° F., completely safe 
for the sudden and frequent heat shocks from an incinerator. 

Install with New Furnace —When modernizing, the 
old furnace location by the outside wall can be disregarded. 
The new heating plant can be placed anywhere to save 
floor space and provide the best heat distribution. The 
Van-Packer Chimney can be ceiling or floor suspended 
directly over the furnace to best serve it. Requires only an 
18" square of floor space even when completely framed-in. 

Enclose Unsightly Vents — The Van-Packer Deluxe 
brick-panel housing and deluxe housing cap assembly can 
be purchased separately and used to enclose unsightly vent 
pipes on any type of existing construction. The cement- 
asbestos housing and cap assembly provides attractiveness 
with permanent fire-safety. 





















PRODUCT INFORMATION 



VAN-PACKER CHIMNEY IS 
TESTED AND LISTED 

1. Withstood extreme overfiring with flue gas 
temperatures up to 1700° F. without damage. 

2 . Withstood severe and repeated heating and 
cooling cycles without damage. 

3 . Withstood extreme and repeated freezing and 
thawing cycles without damage. 

4 . Withstood 4-day immersion in sulphuric acid 
solution without damage. 

5. Withstood severe 4X overloading of support 
assembly without damage. 

G. Withstood severe and repeated smoke tests 
without leakage or damage. 




24" Chimney 
Sections Can Be 
Combined with 
12" Section 
for Any Height 


Snap-Lock 
Drawband 
Permanently 
Reinforces Each 
Section Joint 


Chimney Support 

Suspended 

Between Joists, 

Eliminates 

Chimney 

Foundation 


Concrete Base 
Insulating Pad 


Available with 
Cement Asbestos 
Deluxe 
(Simulated 
Brick Panel) 
Housing 
Measuring 
161/2" x 24" 
or Custom 
Housing 
Measuring 
24" x 48" 


2100° F. 
Refractory 
Fire Clay 
Flue Lining 
Throughout 


All Joints 
Under 

Compression, 
Not Affected By 
Building 
Settlement 


Deluxe 
Housing Cap 
Assembly 


Also Available 
with Standard 
(Aluminum) 
Housing 
Measuring 
141/4" X 181/2" 


Flashing Plate 
Adjustable 
to Any 
Roof Pitch 


Leak-Proof, 
Gas Tight 
Joints 
Permanently 
Sealed with 
Acid-Proof Cement 


Section 7" ID 
14" OD 
Made of 5 / q " 
Refractory 
Tile Inner 
Lining, 3" 
Vermiculite 
Concrete 
Insulating 
Wall and Cement 
Asbestos Outer 
Jacket 


Can Be 
Walled in 
Where 
Exposed 
in Rooms 


14" OD 
Flue Section 
Installs 
Between Joists 
on 16" Centers 
Without Joist 
Cutting 


Assembly Will 
Support 

Maximum Length 

Van-Packer 

Chimney 

with 4X Safety 

Factor 


Stainless Steel 
Standard 
Smoke Pipe 
Thimble 
to Connect 
Furnace, 
Water 
Heater, 
Incinerator 


COMPARATIVE DRAFT and 
FLUE GAS TEMPERATURE TEST 


17' Van-Packer 7" I.D. Chimney and 

17' Standard 8" x 12" Tile Lined Brick Chimne> 

Under Intermittent Firing Conditions 


i*: 1000 

°l 



TEST DATA 

In comparative performance tests of a 17' Van- 

Packer Chimney and a 17' tile-lined 8" x 12" 

brick chimney, conducted by an independent 

laboratory, the following facts were proven. 

1. The Van-Packer develops 34% more draft 
than an 8" x 12" brick chimney. 

2 . The Van-Packer shows considerably less heat 
loss than an 8" x 12" brick chimney. 

3 . The Van-Packer is far less subject to con¬ 
densation than an 8" x 12" brick chimney. 

4 . The Van-Packer is more suitable for inter¬ 
mittent firing because it develops maximum 
draft in less than half the time required by 
and 8" x 12" brick chimney. 

5. The Van-Packer has a venting capacity which 
is virtually double that of an 8" x 12" brick 
chimney of the same height. 



Cross-sectional view of Van-Packer masonry flue 
section, illustrating the rugged, time-tested materials 
that go into its construction. The tile-liner is capable 
of withstanding over 2100° F. The flue sections have 
insulating value of 24" brick or 70" concrete wall. 
























INSTALLATION > METHOD 







One Man Installs a Van-Packer Chimney in less Than 3 Hours 


1. Place chimney support in prepared 
opening and nail to the joists. 


4 . Install adjustable, leak-proof flash¬ 
ing (provided) onto the roof. 


7 . Score and cut housing panels to 
the correct height and roof pitch. 


2 . Cement flue sections in place using special 
high-temperature joint cement provided. 


5. Cement masonry flue sections in place up 
through the roof to 2 ft. above roof ridge. 


8. Slide housing panels together to form locked 
housing and fasten to roof. 


Cement flue sections up to roof — 
attach ‘snap-lock” drawhands. 


6. Set housing cap on flue sections 
and measure for height of housing. 


9. Fasten housing cap assembly onto 
housing to complete installation. 


















Brick-design Panel Housing 
in Red, Buff, White or Gray 
Blends With All Homes 


Harmonizes Perfectly —Massive-appear¬ 
ing, Brick-Panel housing and Deluxe Housing 
Cap Assembly of the Van-Packer Chimney 
blend with any type of architecture, add beauty 
to homes in all price classes. Made of cement- 
asbestos, the housing and cap assembly is not 
only attractive, but will not dent, rust or corrode 
. . has the permanence of stone. 

Color-matched —The housing pan¬ 
els are deep-embossed with brick texture, and 
are supplied in red, buff, white or gray. Choice 
of four colors permits you to easily color-match 
housing to exterior trim of home. 

Quickly Assembled —The assembled Van- 
Packer Chimney housing measures I 6 V 2 ” wide 
by 24" deep. The housing panels are easily cut 
to fit any roof ridge or pitch. Quick-Lock corners, 
factory-attached to the panels, cut assembly 
time to a matter of minutes and lock the panels 
securely together in perfect position. 

Cap Unit Quickly Installed 

— The deluxe housing cap assembly of the 
Van-Packer Chimney is a factory-assembled 
unit. It is functionally designed to eliminate 
downdraft. The entire assembly is easily and 
permanently fastened to the chimney housing 




















SPECIFICATIONS 



Plan Thru 
Deluxe 


•m 



On this page are the three methods of interior installation for the Van-Packer chimney; 
ceiling suspended, floor suspended and pier supported. 

Detail above attic line on ceiling or floor supported chimneys is identical. Height from 
floor or ceiling level is designated dimension "L” for use in ordering. 

Detail above tee section on pier supported chimney is identical with floor or ceiling 
suspension above support assembly. Height from pier foundation to top of last 
section is designated dimension "P” for use in ordering. 

Dimension "H” is for use in ordering housing length required, regardless of method 
of installation. 


SCALE Vi" = l'-O" 

Separate detail sheets in the scale 
of 1 / 2 " = l'-0" or 3/ 4 ” = l'-0" are 
available from Van-Packer. 












































































































































































































































MEASURING INSTRUCTIONS 



CEILING 

SUSPENDED 

One or Two Story- 
No Basement 



CEILING 

SUSPENDED 

Cabin, Garage, Farm 
or Railroad Building 




FLOOR 

SUSPENDED 

One 
with 


HOW TO ORDER VAN-PACKER CHIMNEYS 


For exact quotations and ordering information simply give 
your heating supply or building material dealer or jobbber 
the “H” and “L” or the “H” and “P” measurements as 
indicated in the diagrams above. Look under “Chimneys” in 
the yellow pages of your classified telephone directory for 


the name of your nearest Van-Packer dealer or jobber. 

If the type of chimney installation you require is not shown 
above, send a sketch showing roof pitch and chimney loca¬ 
tion to Van-Packer Co. Complete information will be 
sent you immediately. 


Fan-Packer 


Company 


Division of Flintkote Company 
P. O. Box No. 306, Bettendorf, Iowa 

Phone: East Moline, Ill. 3-5288 


VPC-57-441 /1-58/25M 





































































































































































Van-Packer 


MODEL "G" GAS VENT 


for use with all 
gas-fired appliances requiring 
3" to 7" I.D. flues 

(except incinerators) 


Now—from the world's largest manufacturer of chimneys 

lifetime fire-clay tile gas vent 
with attractive brick-panel housing 


CEMENT- 

ASBESTOS 

BRICK-PANEL 

HOUSING 


1 AND 2 FT. 
SECTIONS 
COMBINE FOR 
ANY HEIGHT 



DELUXE 
HOUSING CAP 
ASSEMBLY 


ALUMINUM 
FLASHING PLATE 
ADJUSTABLE TO 
ANY ROOF PITCH 


SECTIONS OF 
Vs" FIRE CLAY 
TILE WITH 
FLUTED EDGES, 
CEMENT-ASBESTOS 
OUTER JACKET 


ALUMINUM 
DRAWBAND 
PERMANENTLY 
REINFORCES 
SECTION JOINT 





GAS-TIGHT JOINTS 
PERMANENTLY 
SEALED WITH 
ACID-PROOF 
CEMENT 


Permanent —%" fire clay tile Van-Packer Gas Vent assures safety and 
permanence. Fireproof tile won’t dent, rattle, corrode or flake off. Van- 
Packer Gas Vent is built to last a lifetime. 

Acid-proof, leak-proof —Clay tile sections are acid-proof. Section 
joints sealed with acid proof, leak-proof joint cement and secured with 
aluminum drawbands. 

Brick-panel housing —Attractive brick-panel housing, available in red, 
buff or white brick color, encloses Van-Packer Gas Vent above the roof. 
No bare vent pipe to mar appearance of home. Housing insulates gas vent 
above roof, reduces condensation. 



CEILING 
OR FLOOR 
SUSPENDED 


STAINLESS 

STEEL 

STANDARD 

FURNACE 

PIPE 

CONNECTION 


Everything provided —Van-Packer Gas Vent comes completely pack¬ 
aged with all parts provided including flashing and cement. 


Immediate Delivery— Van-Packer Gas Vents are immediately available 
through your local Van-Packer heating jobber or building material jobber. 



Van-Packer Co. 

Division of Tfv- f lintkotc Co. 

Bettendorf, Iowa 

Phone East Moline, III. 3-5288 


World's Largest Manufacturer of Chimneys 




















SPECIFICATIONS 




ya"=r-0" 


Above are detailed the two methods of interior 
installation for Van-Packer Model “G” Gas Vent: 
Ceiling suspended and floor suspended. 

Detail above attic line on ceiling and floor sus¬ 
pended vents is identical. Height from floor or 
ceiling level is designated dimension “L” for use 
in ordering. 

Dimension “H” is used in ordering housing 
length required, regardless of method of installation. 



Attractive above-the-roof appearance assured with the Van-Packer 
brick-panel housing. Housing has deep embossed brick texture with 
natural color mortar lines. 



For exact quotations and ordering information, give 
your heating jobber or building material jobber “H 
and “L” measurements indicated in diagrams below. 
(See “Chimneys—Prefabricated” in yellow pages of 
your classified telephone book.) If type of gas vent 
installation you require is not shown here, send sketch 
showing roof pitch and gas vent location to Van-Packer 
Co. for complete information. 


CEILING 

SUSPENDED 

One or Two Story 
No Bosement 



FLOOR 

SUSPENDED 

One or Two Story 
with Basement 



BULLETIN GS-22 R-1 
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